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(57) ABSTRACT

The present invention relates to a scrubber system having an
automatic generator for an oxidizing-absorbing agent. The
scrubber system comprises a scrubber and an oxidizing-ab-
sorbing agent generator. The scrubber includes a pollutant gas
inlet through which air pollutants are introduced, a treated gas
outlet through which the pollutant gas which has been treated
is discharged, and a treated water outlet through which waste-
water which has been used to treat the pollutant gas is dis-
charged. The oxidizing-absorbing agent generator generates
an oxidizing-absorbing agent by electrolyzing saline water or
seawater in the scrubber, and supplies the generated oxidiz-
ing-absorbing agent into the scrubber to treat the pollutant gas
introduced through the pollution gas inlet, thereby removing
harmful substances.

6 Claims, 3 Drawing Sheets
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SCRUBBER SYSTEM HAVING AN
APPARATUS FOR CREATING AUTOMATIC
AN OXIDIZING BENT AND ABSORBENT

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of International Appli-
cation No. PCT/KR2012/006662 filed on Aug. 22, 2012,
which claims priority to Korean Application No. 10-2011-
0083969 field on Aug. 23, 2011, which applications are incor-
porated herein by reference.

TECHNICAL FIELD

The present invention relates to a scrubber system for pre-
paring an oxidizing-absorbing agent for treating various air
pollutants using electrolysis.

BACKGROUND ART

Recently, with the development of industries, various air
pollutants, such as combustion gases generated by the burn-
ing of fossil fuel, harmful gases discharged from various
chemical processes, waste gases generated from waste-water
treatment processes, etc., have increased.

Among processes for treating air pollutants, there is a
typical process of absorbing or oxidizing air pollutants using
a wet scrubber. Korean Patent Application Publication No.
10-2010-0106267 (immersion type scrubber control method)
discloses a method of treating various air pollutants using a
wet scrubber.

The disclosed conventional technology is configured such
that foreign materials included in exhaust are precipitated by
spraying a liquid through a nozzle provided in a scrubber.
However, this technology has a limitation in treating air pol-
lutants using a physical method.

In order to overcome such a limitation, technologies for
treating air pollutants by increasing the absorption or oxida-
tion efficiency of air pollutants in a wet scrubber using an
oxidizing agent such as NaOCl, NaClO2 or the like or a
chemical such as NaOH or the like have recently been
researched and developed.

SUMMARY

Accordingly, the present invention has been devised to
solve the above-mentioned problems, and an object of the
present invention is to provide a scrubber system having an
automatic oxidizing-absorbing agent generator, wherein vari-
ous air pollutants can be oxidized and absorbed using an
oxidizing agent generated by the electrolysis of saline water
or sea water.

In order to accomplish the above object, an aspect of the
present invention provides a scrubber system having an auto-
matic oxidizing-absorbing agent generator, including: a
scrubber including a pollutant gas inlet through which air
pollutants are introduced, a treated gas outlet through which
air pollutants having been treated is discharged, and a treated
water outlet through which wastewater having been used to
treat the air pollutants is discharged; and an oxidizing-absorb-
ing agent generator for electrolyzing saline water or sea water
to generate an oxidizing-absorbing agent and supplying the
oxidizing-absorbing agent into the scrubber to treat the pol-
lutant gas introduced through the pollutant gas inlet to remove
harmful substances from the pollutant gas.
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Here, the oxidizing-absorbing agent generator may
include: a raw water supply unit for supplying saline water or
sea water into the scrubber; a spray unit provided in the
scrubber and spraying the saline water or sea water supplied
from the raw water supply unit; an electrolysis unit provided
in the scrubber and electrolyzing the saline water or sea water
sprayed from the spray unit to produce a sodium hypochlorite
solution; and a power supply unit for supplying power to the
electrolysis unit.

Further, the plurality of electrolysis units may be provided
in the scrubber such that they are vertically spaced apart from
each other, and each of the electrolysis units may include a
packed bed reactor provided therein with a spherical bipolar
electrode.

Further, the oxidizing-absorbing agent generator may
include: a diaphragm electrolyzer electrolyzing saline water
or sea water to produce a sodium hypochlorite solution and
having first and second electrolysis regions divided by a dia-
phragm; a negative electrode provided in the first electrolysis
region and electrolyzing the saline water and sea water to
produce alkali water; a positive electrode provided in the
second electrolysis region and electrolyzing the saline water
and sea water to produce acid water; a power supply unit for
supplying power to the positive electrode and the negative
electrode; an alkali water supply unit for supplying and spray-
ing the alkali water produced in the first electrolysis region
into the scrubber; and an acid water supply unit for supplying
and spraying the acid water produced in the second electroly-
sis region into the scrubber.

Further, the alkali water supply unit and the acid water
supply unit may be provided in the scrubber such that the
alkali water and acid water are stepwisely sprayed at different
heights from each other in the vertical direction of the scrub-
ber.

Further, the scrubber system may further include an influ-
ent water supply unit for supplying influent water including
sea water or general water into the scrubber, wherein the
influent water supply unit may include an influent water spray
unit disposed over an acid water spray unit and an alkali water
spray unit, and the influent water spray unit finally treat
pollutant gas.

Further, the oxidizing-absorbing agent generator may
include: a diaphragmless electrolyzer for electrolyzing saline
water or sea water to produce a sodium hypochlorite solution;
negative and positive electrodes provided in the diaphragm-
less electrolyzer; a power supply unit for supplying power to
the negative and positive electrodes; a sodium hypochlorite
solution supply line for supplying the sodium hypochlorite
solution produced from the diaphragmless electrolyzer into
the scrubber; and a spray unit for spraying the sodium
hypochlorite solution supplied through the sodium hypochlo-
rite solution supply line.

Further, in the scrubber system, treated water discharged
from the treated water outlet, through which wastewater hav-
ing been used to treat pollutant gas in the scrubber is dis-
charged, may recirculate into the saline water or sea water
inlet of the electrolysis unit or electrolyzer of the oxidizing-
absorbing agent generator.

According to the scrubber system having an automatic
oxidizing-absorbing agent generator of the present invention,
air pollutants introduced into a scrubber can be effectively
treated (oxidized and absorbed) by supplying electrolyzed
water (containing an oxidizing agent) of saline water or sea
water into the scrubber using a spray method.

Particularly, the scrubber system is advantageous in that
electrolyzed water is directly generated in a scrubber, and
simultaneously air pollutants are oxidized and absorbed, so
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this scrubber system can be miniaturized and is not greatly
restricted in place and space for installation.

Further, the scrubber system is advantageous in that the
efficiency of absorption and oxidation of harmful substances
in air pollutants can be increased by supplying and spraying
both electrolyzed water and influent water (sea water or gen-
eral water) into a scrubber.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a schematic view showing a scrubber system
having an automatic oxidizing-absorbing agent generator
according to an embodiment of the present invention.

FIG. 2 is a schematic view showing a scrubber system
having an automatic oxidizing-absorbing agent generator
according to another embodiment of the present invention.

FIG. 3 is a schematic view showing a scrubber system
having an automatic oxidizing-absorbing agent generator
according to a still another embodiment of the present inven-
tion.

REFERENCE NUMERALS

10,100,200: scrubber system having automatic oxidizing-
absorbing agent generator

20,20": scrubber

30,130,230: oxidizing-absorbing agent generator

31: diaphragmless electrolyzer

32,235: negative electrode

33,234: positive electrode

231: diaphragm electrolyzer.

DETAILED DESCRIPTION

Hereinafter, preferred embodiments of the present inven-
tion will be described in detail with reference to the attached
drawings.

FIG. 1 is a schematic view showing a scrubber system
having an automatic oxidizing-absorbing agent generator
according to an embodiment of the present invention.

Referring to FIG. 1, the scrubber system 10 having an
automatic oxidizing-absorbing agent generator according to
an embodiment of the present invention includes a scrubber
20 and an oxidizing-absorbing generator 30.

The scrubber 20 includes: a pollutant gas inlet 21 through
which air pollutants are introduced; a treated gas outlet 22
through which the air pollutants having been treated is dis-
charged; and a treated water outlet 23 through which waste-
water having been used to treat the air pollutants is dis-
charged.

According to the above configuration, air pollutants are
introduced into the scrubber 20 through the pollutant gas inlet
21. The introduced air pollutants are oxidized and absorbed
by an oxidizing-absorbing agent supplied from the oxidizing-
absorbing agent generator 30 to remove harmful substances
therefrom to form treated gas, and the treated gas is trans-
ferred to the subsequent process through the treated gas outlet
22 provided at the top of the scrubber 20.

The treated water outlet 23 is provided at the bottom of the
scrubber 20. The treated water having oxidized and absorbed
the air pollutants is discharged through the treated water
outlet 23. This treated water may be directly discharged, may
be supplied to a wastewater disposal plant to pass through a
subsequent process, or may be recirculated into an electro-
lyzer to be reused.

The oxidizing-absorbing agent generator 30 supplies the
oxidizing-absorbing agent obtained by the electrolysis of
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saline water or sea water into the scrubber to remove nitrogen
oxides and the like included in the air pollutants introduced
through the pollutant gas inlet 21 by the oxidation and absorp-
tion thereof. This oxidizing-absorbing agent generator 30
includes a diaphragmless electrolyzer 31, a negative elec-
trode 32, a positive electrode 33, a power supply unit 34, an
oxidizing-absorbing agent supply line 35 and a spray unit 36.

The diaphragmless electrolyzer 31 includes: a saline water
inlet 314 through which saline water or sea water (Hereinaf-
ter, referred to as “saline water”) is introduced; and an oxi-
dizing-absorbing agent outlet 315 through which the oxidiz-
ing-absorbing agent obtained by the electrolysis of saline
water is discharged.

The diaphragmless electrolyzer 31 is provided therein with
the negative electrode 32 and positive electrode 33, which are
spaced apart from each other and face each other, and the
power supply unit 34 supplies direct current to the negative
electrode 32 and positive electrode 33, thereby electrolyzing
saline water introduced into the diaphragmless electrolyzer
31. As such, when the saline water is electrolyzed in the
diaphragmless electrolyzer 31, an oxidizing agent (NaOCI)
having a pH of 8~11 (weak alkalinity) is generated, and an
absorbing agent (electrolyzed water) containing this oxidiz-
ing agent is supplied to the spray unit 36 provided in the
scrubber 20 through the oxidizing-absorbing agent supply
line 35.

The spray unit 36 includes a plurality of spray nozzles 36a,
and these spray nozzles 36a may be arranged in a multi-stage
form. That is, the spray nozzles 36a are vertically arranged at
regular intervals in a multi-stage form from the pollutant gas
inlet 21 to the treated gas outlet 22, so air pollutants are
stepwisely treated, and thus the harmful substances (nitrogen
oxides and the like) included in the air pollutants are effec-
tively oxidized and absorbed, thereby more effectively
removing these harmful substances.

As described above, the scrubber system having an auto-
matic oxidizing-absorbing agent generator according to an
embodiment of the present invention is configured such that
saline water is electrolyzed by a simple process to produce an
oxidizing agent (NaOCl), and an oxidizing-absorbing agent
including the oxidizing agent is supplied into the scrubber 20
and sprayed, thereby more effectively removing the harmful
substances included in the air pollutants introduced into the
scrubber 20. Particularly, this scrubber system is advanta-
geous in that its structure can be simplified, its size can be
reduced, and its weight can be reduced, thus reducing instal-
lation cost, and in that it can be easily installed even in a
space-restricted place such as a ship or the like.

Meanwhile, since a process (reaction) of treating air pol-
Iutants by oxidizing and absorbing harmful substances
included in the air pollutants using an oxidizing agent
(NaOCl) is commonly known to those skilled in the art, a
detailed description thereof will be omitted.

FIG. 2 shows a scrubber system 100 according to another
embodiment of the present invention. Referring to FIG. 2, the
scrubber system 100 includes a scrubber 20' and an oxidizing-
absorbing agent generator 130.

The scrubber 20" has the same structure as the scrubber 20
shown in FIG. 1. That is, the scrubber 20' includes a pollutant
gas inlet 21, a treated gas outlet 22 and a treated water outlet
23.

The oxidizing-absorbing agent generator 130 includes a
raw water supply unit 131, a spray unit 132, an electrolysis
unit 133 and a power supply unit 134.

The raw water supply unit 131 serves to supply saline water
to the scrubber 20', and may include a raw water tank (not
shown) and a pump (not shown). The raw water, that is, saline
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water, supplied from the raw water supply unit 131, is uni-
formly sprayed downward in the scrubber 20' through the
spray unit 132.

More specifically, a plurality of the spray units 132 are
vertically spaced apart from each other such that they uni-
formly spray saline water to each of the vertically-provided
electrolysis units 133. Each of the spray units 132 is provided
with a plurality of spray nozzles 132a. Therefore, saline water
sprayed from the spray units 132 is uniformly supplied to the
electrolysis units 133, and thus an oxidizing agent (NaOCl)
having a pH of 8~11 (weak alkalinity) is generated by the
electrolysis reaction of saline water in the electrolysis units
133. Since this oxidizing agent (NaOCl) generated in this way
functions to increase the oxidation rate and absorption rate of
air pollutants, harmful substances included in air pollutants
are oxidized and absorbed in a liquid state, thus more effec-
tively treating the air pollutants.

Meanwhile, the electrolysis units 133 are provided in the
scrubber 20', and serve to electrolyze the sprayed saline water
using the direct current applied from the power supply unit
134 to generate a sodium hypochlorite solution, that is, an
oxidizing agent (NaOCl). These electrolysis units are pro-
vided in a multi-stage form such that they are vertically
spaced from each other along the moving route of air pollut-
ants. This electrolysis unit may include a packed bed reactor
provided therein with spherical bipolar electrodes 133a. As
such, when direct current is applied to the electrolysis unit
133, a sodium hypochlorite solution is generated by the elec-
trolysis reaction of saline water, and this sodium hypochlorite
solution oxidizes and absorbs harmful substances included in
air pollutants to remove the air pollutants. As such, in order to
performboth the electrolysis of saline water and the oxidation
and absorption of harmful substances in the electrolysis unit
133, the electrolysis unit 133 may be configured such that the
gas moving route in the scrubber 20" is blocked in predeter-
mined thickness and a plurality of electrolysis units 133 are
provided in a multi-stage form.

As shown in FIG. 2, when the electrolysis unit 133 is
provided in the scrubber 20", there is an advantage in that the
scrubber system can be small and light because installation
space can be reduced. Further, there is an advantage in that an
electrolyzer is not additionally needed, so the number of
constituents can be reduced, thereby reducing a cost.

FIG. 3 shows a scrubber system 200 according to still
another embodiment of the present invention. Referring to
FIG. 3, the scrubber system 200 includes a scrubber 20 and an
oxidizing-absorbing agent generator 230.

Since the scrubber 20 is the same structure as the scrubber
shown in FIG. 1, the same reference numeral 20 is given.
Therefore, a detailed description thereof will be omitted.

The oxidizing-absorbing agent generator 230 includes a
diaphragm electrolyzer 231, a positive electrode 234, a nega-
tive electrode 235, a power supply unit 239, an alkali water
supply unit 236, an acid water supply unit 237 and an influent
water supply unit 238.

The diaphragm electrolyzer 231 is provided therein with a
diaphragm for dividing the inside thereofinto a first electroly-
sis region 231a and a second electrolysis region 2315. Saline
water is introduced into each of the electrolysis regions 231a
and 2315, and the introduced saline water is electrolyzed by
each of the negative electrode 235 and positive electrode 234
respectively provided in the electrolysis regions 231a and
2315.

When the power supply unit 239 supplies direct current to
the positive electrode 234 and the negative electrode 235, the
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electrolysis of saline water takes place in each of the elec-
trolysis regions 231a and 2315, and thus electrolyzed water is
produced.

Specifically, in the first electrolysis region 231a, saline
water is electrolyzed by the positive electrode 234 to produce
acid water containing an oxidizing agent (CI2), and, in the
second electrolysis region 2315, saline water is electrolyzed
by the negative electrode 235 to produce alkali water contain-
ing caustic soda (NaOH).

The alkali water supply unit 236 includes: an alkali water
supply line 2364 for supplying alkali water to the scrubber 20
from an electrolyzed water outlet of the second electrolysis
region 231b; and an alkali water spray unit 2365 for spraying
the alkali water supplied through the alkali water supply line
2364 into the scrubber 20.

The acid water supply unit 237 includes: an acid water
supply line 2374 for supplying acid water to the scrubber 20
from an electrolyzed water outlet of the first electrolysis
region 231a; and an acid water spray unit 2375 for spraying
the acid water supplied through the acid water supply line
2374 into the scrubber 20.

Meanwhile, it is shown in FIG. 3 that the acid water spray
unit 2375 is disposed over the alkali water spray unit 2365.
However, the positions thereof may be changed with each
other.

Further, the influent water supply unit 238 serves to
directly supply saline water or sea water, as non-electrolyzed
water, into the scrubber, and the scrubber is provided therein
with an influent water spray unit 238a for spraying influent
water. The influent water spray unit 238a is disposed over the
acid water spray unit 2375 and the alkali water spray unit
2360, that is, is disposed downstream based on the moving
route of pollutant gas. Therefore, pollutant gas introduced
through the pollutant gas inlet 21 may be primarily treated
with alkali water, secondarily treated with acid water, and
then finally treated with influent water (general water), or
may be primarily treated with acid water, secondarily treated
with alkali water, and then finally treated with influent water
(general water) to effectively oxidize and absorb harmful
substances included in pollutant gas, thereby removing the
pollutant gas.

As described above, the scrubber system 200 having an
oxidizing-absorbing agent generator according to still
another embodiment of the present invention is advantageous
in that saline water or sea water is electrolyzed using the
diaphragm electrolyzer 231 to separately produce alkali
water and acid water containing an oxidizing agent, and the
alkali water and acid water are each independently supplied
into the scrubber 20, thus stepwisely oxidizing and absorbing
harmful substances included in pollutant gas to remove the
pollutant gas.

Further, referring to FIGS. 1 to 3, in the scrubber systems
10, 100 and 200, treated water discharged from the treated
water outlet 23, through which wastewater having been used
to treat pollutant gas in each of the scrubbers 20 and 20" is
discharged, recirculates into each of the inlets 31qa, 131, 231a
and 2315 for supplying saline water or sea water of the elec-
trolysis unit 133 or each of the electrolyzers 31 and 231 of
each of the oxidizing-absorbing agent generators 30, 130 and
230 to form a branch line (L), thereby enabling the reuse of
the treated water.

Although the preferred embodiments of the present inven-
tion have been disclosed for illustrative purposes, those
skilled in the art will appreciate that various modifications,
additions and substitutions are possible, without departing
from the scope and spirit of the invention as disclosed in the
accompanying claims.
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The invention claimed is:

1. A scrubber system having an automatic oxidizing-ab-

sorbing agent generator, comprising:

a scrubber including a pollutant gas inlet through which air
pollutants are introduced, a treated gas outlet through
which air pollutants having been treated are discharged,
and a treated water outlet through which wastewater
having been used to treat the air pollutants is discharged;
and

an oxidizing-absorbing agent generator for electrolyzing
saline water or sea water to generate an oxidizing-ab-
sorbing agent and supplying the oxidizing-absorbing
agent into the scrubber to treat a pollutant gas introduced
through the pollutant gas inlet to remove harmful sub-
stances from the pollutant gas,

wherein the oxidizing-absorbing agent generator com-
prises: a raw water supply unit for supplying saline water
or sea water into the scrubber; a spray unit provided in
the scrubber and spraying the saline water or sea water
supplied from the raw water supply unit; an electrolysis
unit provided in the scrubber and electrolyzing the saline
water or sea water sprayed from the spray unit to pro-
duce a sodium hypochlorite solution; and a power sup-
ply unit for supplying power to the electrolysis unit, and

wherein a plurality of the electrolysis units are provided in
the scrubber such that the plurality of the electrolysis
units are vertically spaced apart from each other, and
each of the electrolysis units includes a packed bed
reactor provided therein with a spherical bipolar elec-
trode.

2. The scrubber system of claim 1, wherein the oxidizing-

absorbing agent generator comprises:

adiaphragmless electrolyzer for electrolyzing saline water
or sea water to produce a sodium hypochlorite solution;
negative and positive electrodes provided in the dia-
phragmless electrolyzer;

apower supply unit for supplying power to the negative and
positive electrodes; a sodium hypochlorite solution sup-
ply line for supplying the sodium hypochlorite solution
produced from the diaphragmless electrolyzer into the
scrubber; and
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a spray unit for spraying the sodium hypochlorite solution
supplied through the sodium hypochlorite solution sup-
ply line.

3. The scrubber system of claim 1, wherein treated water
discharged from the treated water outlet, through which
wastewater having been used to treat pollutant gas in the
scrubber is discharged, recirculates into a saline water or sea
water inlet of the plurality of electrolysis units or electrolyzer
of the oxidizing-absorbing agent generator.

4. The scrubber system of claim 1, wherein the oxidizing-
absorbing agent generator comprises:

a diaphragm electrolyzer electrolyzing saline water or sea
water to produce a sodium hypochlorite solution and
having first and second electrolysis regions divided by a
diaphragm;

anegative electrode provided in the first electrolysis region
and electrolyzing the saline water or sea water to pro-
duce alkali water;

a positive electrode provided in the second electrolysis
region and electrolyzing the saline water or sea water to
produce acid water;

a power supply unit for supplying power to the positive
electrode and the negative clectrode; an alkali water
supply unit for supplying and spraying the alkali water
produced in the first electrolysis region into the scrub-
ber; and

an acid water supply unit for supplying and spraying the
acid water produced in the second electrolysis region
into the scrubber.

5. The scrubber system of claim 4, wherein the alkali water
supply unit and the acid water supply unit are provided in the
scrubber such that the alkali water and acid water are step-
wisely sprayed at different heights from each other in a ver-
tical direction of the scrubber.

6. The scrubber system of claims 4 or 5, further comprising
an influent water supply unit for supplying influent water
including sea water or general water into the scrubber,
wherein the influent water supply unit includes an influent
water spray unit disposed over an acid water spray unit and an
alkali water spray unit, and the influent water spray unit
finally treats pollutant gas.

#* #* #* #* #*



